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Load Capacity 270-375 Lbs. Each Caster

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

AIRLINE/CONVEYOR
CASTERS

Wheel
Diameter

Tread
Width
(In.)
11⁄8

15⁄16

Wheel
Type

Hard Rubber

Polyflex

Phenolic

Polyflex

Wheel
Bearing
Ball
Ball
Ball
Ball

Axle
Size
(In.)
5⁄16
5⁄16
5⁄16
5⁄16

Load
Capacity
(Lbs.)
270
270
300
300

Overall
Height
(In.)
325⁄32
325⁄32
41⁄32
41⁄32

Swivel
Radius
(In.)
25⁄8
25⁄8
215⁄32
215⁄32

Mounting
Bolt Dia.
(In.)
3⁄8
3⁄8
3⁄8
3⁄8

Swivel
Caster
Desc.

429-3x11⁄8TG
461-3x15⁄16TG
331-3x15⁄16TG
H461-3x15⁄16TG

Order
No.

25526
25675
25278
25696

A B C

Flanged Air Cargo/Conveyor Caster

Wheel
Diameter

23⁄4
25⁄8

Tread
Width
(In.)
13⁄8
13⁄8

Wheel
Type
Polyflex

Polyflex

Wheel
Bearing
Needle
Needle

Axle
Size
(In.)
3⁄8
3⁄8

Load
Capacity
(Lbs.)
375
375

Overall
Height
(In.)
41⁄32
325⁄32

Swivel
Radius
(In.)
213⁄16
27⁄16

Mounting
Bolt Dia.
(In.)
5⁄16

5⁄16 & 3⁄8

Order
No.

26382*
26022**

3

Swivel
Caster
Desc.

PF2461-23⁄4 RTG
PF2461-25⁄8TG

Top
Plate
A
B

Top
Plate
C
C
C
C

*1st Wheel Gray Polyflex, **2nd Wheel Tan Polyflex

This caster has all the features as the precision,
heavy duty air cargo/conveyor caster plus the
added benefit of a toe protection flange safety
feature.  

Standard Line Conveyor Casters

The standard-line conveyor casters share some of the same features as
the other two lines.  The primary difference is a double ball bearing race-
way compared to the sealed precision bearing swivel.  Wheel materials
available include: Rockite, Polyflex, and Plaskite.  Rockite is a hard rub-
ber molded composition throughout; this wheel is impervious to oils and
greases, has a high load capacity and good mobility.  Polyolefin
(Polyflex) wheel is light in weight, low in cost, and high in impact
strength.  It resists water and chemical absorption and withstands steam
cleaning.  The Plaskite wheel is a phenolic compound reinforced with
macerated fabric that results in a high-strength, high impact wheel resis-
tant to oil, gasoline, even dilute acids.

Load Capacity 270-375 Lbs. Each Caster
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LOW PROFILE MEDIUM
HEAVY DUTY CASTERS

S
P
E
C
IA
LT
Y
C
A
S
T
E
R
S

Load Capacity 200-1,200 Lbs. Each Caster
Business Machine Casters

Made to support and move heavy office
equipment where overall height is a limiting
factor. Ideal for use on copiers, computers,
large printers, and other heavy diagnostic
equipment.

• High Load Rating Capacities

• Low Overall Height

• Excellent Floor and Carpet Protection
• Brakes — Optional thumb screw brake and 

side brake available on some items. Contact  
factory for availability.

• Finishes — Black oxide with corrosion-
resistant zinc top plate or all zinc finish

HA435-3x113⁄16

*Zinc finish
**Dual wheels

*** 1⁄2-13 X 11⁄2 Threaded Stem

Wheel
Dia.
(In.)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Axle
Size
(In.)

Load
Rating
(Lbs.)

Overall
Height
(In.)

Swivel
Radius
(In.)

Mounting
Bolt

Dia. (In.)

Bolt
Hole

Spacing (In.)

Overall
Top Plate
Size (In.)

Swivel
Caster
Desc.

Order
No.

Hard Rubber
Polypropylene
Phenolic
Hard Rubber
Polypropylene
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Glass Filled Nylon
Polypropylene
Glass Filled Nylon
Glass Filled Nylon

2

21⁄2

13⁄16
111⁄16

11⁄8
13⁄4

113⁄163

Roller
Plain
Roller
Plain
Roller
Roller
Roller
Roller
Roller
Roller
Roller
Plain
Roller
Roller

5⁄16
5⁄16
7⁄16
5⁄16
7⁄16
7⁄16
7⁄16
7⁄16
7⁄16
7⁄16
3⁄8
3⁄8
1⁄2
1⁄2

275
300
240
200
400
700
700
1000
700
1000
500
550
1000
1200

227⁄32
227⁄32
35⁄16
33⁄16
31⁄2
45⁄16
331⁄32
331⁄32
331⁄32
331⁄32
331⁄32
331⁄32
45⁄32
45⁄32

21⁄16
21⁄16
27⁄16
23⁄16
21⁄8
21⁄2
27⁄16
27⁄16
27⁄16
25⁄16
25⁄16
25⁄16
23⁄8
23⁄8

5⁄16
5⁄16
N/A
5⁄16
5⁄16
3⁄8
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16
5⁄16

13⁄4x27⁄8 to 3
13⁄4x27⁄8 to 3
1⁄2-13x11⁄2 ***
13⁄4x3
13⁄4x27⁄8 to 3
25⁄8x35⁄8 to 3x3
23⁄8x33⁄8
23⁄8x33⁄8
23⁄8x33⁄8
23⁄8x33⁄8
23⁄8x313⁄32
23⁄8x313⁄32
23⁄8x33⁄8
23⁄8x33⁄8

29⁄16x 35⁄8
29⁄16x 35⁄8

N/A
23⁄4x 37⁄16
29⁄16x 35⁄8
33⁄4x45⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
31⁄8x41⁄8
35⁄16x41⁄8
35⁄16x41⁄8

EP729-2R**BM
HXEP629R BM
G431-25⁄8*
127-21⁄2*
H461-21⁄2R BM

935-3 x 113⁄16*
335-3 x 113⁄16*
H335-3 x 113⁄16*
335-3 x 113⁄16BM
H335-3x113⁄16BM
HA435-3 x 113⁄16BM
HA360-3x113⁄16RBM
HX1435-3x113⁄16*
HX1435H-3x113⁄16BM

29945
31151
25607
25128
25673

26220
25294
25295
25283
25284
25330
25300
26341
26973

11⁄225⁄8

Wheel Options

PolypropyleneGlass Filled
Nylon

Hard Rubber

335-3x113⁄16

HXEP629R

HX1435-3x113⁄16

NOTE: Contact factory for rigid options available.
Options: Wheel Face Brake (add WFB Suffix - Ex: 335-3WFB)
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DEFLECTION (.000")

A: PRELOAD @ 350 LB. - MAX LOAD 900

B: PRELOAD @ 550 LB. - MAX LOAD 1250

C: PRELOAD @ 850 LB. - MAX LOAD 1600

C

B

A

SHX1435-3X1 13/16

LOAD VS DEFLECTION

• Shock Absorbing — Patented shock 
absorbing  system utilizing pre-torqued 
elastomers with a weight sensitive pivot
mechanism

• Low Profile — 3” diameter wheel size
• Finish — Corrosion-resistant Black oxide 
standard finish, corrosion-resistant zinc 
optional

• Wheels — Glass filled nylon with roller
bearing  standard
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SHOCK ABSORBING
CASTERS

SHX 1400

OPTIONS: Swivel locking system, wheel brakes, variety
of load ratings.
NOTE: All SHX Product are produced to custom order.
Consult your distributor or factory for availability.

Mounting Bolt Dia. — 5⁄16”
Axle Size — 1⁄2”

Wheel
Dia.
(In.)

Tread
Width
(In.)

Overall
Height
(In.)

Offset
(In.)

Swivel
Radius
(In.) Maximum Load (Lbs.)

Swivel
Caster
Desc.

Order
No.

421⁄32
421⁄32
421⁄32

13⁄16
13⁄16
13⁄16

27⁄16
27⁄16
27⁄16

900 with .350” Total Height Deflection
1250 with .250” Total Height Deflection
1600 with .250” Total Height Deflection

350
550
850

SHX1435-3x113⁄16
SHX1435-3x113⁄16
SHX1435-3x113⁄16

26328
26329
26334

113⁄163

The SHX 1400 Series specialty cast-
ers are designed to provide added
protection when moving sensitive
payloads, such as business machines
or test equipment.

This SHX series has passed extensive
laboratory testing to simulate a wide
variety of impacts and vibrations that 
may occur during transportation.

As shocks occur or loads temporarily
exceed capacity, the shock absorbing
mechanism activates and protects
sensitive loads. This caster line is
ideal for heavy loads requiring com-
pact space allotments.

Pre-
Loaded
(Lbs.)

35⁄16
23⁄8

33⁄8
41⁄8

Load Capacity 350-1600 Lbs. Each Caster
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• Double Action Spring — Compression action 
absorbs the jolts and bumps caused by rough 
floors, thresholds, etc.

• Spring and Draw Bars — Durable, long lasting 
spring and draw bars are on center line of  
wheel to prevent offset of load

• 2-to-1 Lever Arm — Helps reduce shock and 
lengthens spring life

• Constant Contact — Wheels contact floor sur-
face at all times, eliminating bounce and keep
ing unit at a more constant level

• Thread Guards — Chrome Finish
• Finish — Black Epoxy

INDUSTRIAL SPRING
ACTION CASTERS
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Load Capacity 900-1,200 Lbs. Each Caster
Shock Absorbing for Sensitive Loads

HS900
HS9700

C

A

B

A

C

B

Mounting Bolt Diameter — 3⁄8”

Industrial Spring Action Casters are used
for safe movement of calibrated instru-
ments, delicately adjusted assemblies, tool
boxes, and other load sensitive products.

SH1435-6TGBRK

HS900
HS9700
SH1400
SH3400

Wheel
Dia.(In.)
(A)

Tread
Width
(In.)

Wheel
Material

Wheel
Bearing

Load
Rating
(Lbs.)

Overall
Height
(B) (In.)

Swivel
Radius
(C) (In.)

Swivel
Caster
Desc.

HS965W-6x2TGBrk
SH1435-6x2TGBrk
SH1441B-8x2Brk
SH1441B-8x2-1/2Brk

RT
Glass Filled Nylon

Super K
Super K

Order
No.
26059
26555
26245
26260

Rigid
Caster
Desc.

HS9765W-6x2TG
SH3435-6x2TG
SH3441B-8x2
SH3441B-8x2-1/2

Order
No.
27525
26737
27368
27369

Roller
Roller

Precision
Precision

900
1200
1500
2000

81⁄2
91⁄16
103⁄8
103⁄8

431⁄32
431⁄32
67⁄16
65⁄8

6 2

SH1400
SH3400

5
41⁄8

51⁄2
41⁄2

A

C

B

A

C

B

8
21⁄2
2



I. Please describe your application or problem:
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________

II. Floor Surface or Conditions
A. Floor Surface:

Asphalt Brick Concrete       Steel       Hardwood       Carpet       Gravel
Other (Describe): ___________________________________________________

B. Floor Surface Irregularities:
Metal Scraps Water Threads Fiberglass         Oil

C. Adverse Conditions:
Excessive heat ________ How long? ________ minutes
Excessive cold ________ How long? ________ minutes

III. Load Capacity and Equipment Evaluation
A. Maximum load on unit: ________ (lbs.)     Number of casters per unit: ________
B. Total Weight of unit: ________ (lbs.)     Number of units: ________
C. Total Load Capacity: ________ (Sum of A (lbs.) + B (lbs.)
D. Overall Size of unit: ________ (length) x ________ (width) x ________ (height)
E. Will unit transport or carry people?________ (y/n)    
F. Will unit be subject to shock loading?________ (y/n)   
G. Will unit be power towed?________ (y/n)  If so, what speed? ________  MPH

IV. Special Requirements
A. Caster height limitations: _______ (inches) 
B. Top plate size: ______ (length) x ______ (width) Mounting hole spacing ____ x ____
C. Wheel brake required? ________ (y/n) Swivel lock? ________ (y/n) 
D. Sanitary (NSF) application? ________ (y/n)
E. Stem mounting required? ________ (y/n)

If so, please specify:
Threaded Stem: Size ________ (threads per inch) ________ (length)
Tubular Mount: Gauge of tubing _______ (ga.) _______ (inside diameter)

REQUIRED INFORMATION BELOW:
Fax Reply To:______________________________ Title: ________________________ Date: _______________
Company:_________________________________ Fax: _____________________________________________
Address:__________________________________ Phone: ___________________________________________
City:______________________________________ State:_________________________ Zip: _______________

Have Salesperson call

CASTER
WORKSHEET



FaultlessCasters.com


